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Central Tube Fibre1.

Microduct Fibre

RILT Fibre2.

3.

Used for LAN and WAN backbones, telecom access lines, 
fibre to business and fibre to the building drop connec-
tions; as well as fibre to the home drop and access 
connections.

Efficient packaging of high fibre counts, lightweight and 
easy to install. Prysmian RILT fibre allows for quick deploy-
ments and labour savings.

MICRODUCT cables provide optimized jetting perfor-
mance for underground microduct installations. Prysmain 
microducts ranging from 10 mm to 14 mm, or larger.

FDH Cabinets

Cassettes/Splitters

4.

5.

6.

FxHD Panels

FDH Cabinets enables service providers to standardize on 
a single building block, allowing a single fiber manage-
ment component to be stocked for both environments.

Based on the choice of adapter style, the Clearview Blue 
provides 12-48 ports of connectivity, scaling one cassette 
at a time.

The FxHD Frame provides the ultimate in modularity and 
flexibility to scale from 12 to 2,016 ports in any fiber count 
optimizing your ability to maximize fiber investment and 
assets.

7. Terminals
Characterized by flexibility, scalability and a low labor 
requirement, Clearfield fiber distribution terminal products 
reduce the time necessary to install the network. Speed of 
installation is maximized through design.

Wi-Fi Transparent Media Panels9.
WiFi Transparent SOHO Pro™ Media Panels have a flexible 
design with a selection of accessories to provide a conve-
nient, secure, enclosure for installing and distributing 
broadband into smart homes.

In-Premise Connectivity Solutions8.

components and accessories for the connected home. 
From wall plates and jacks to distribution terminals, get 
the signal from the Media Panel throughout the home.

OSP Enclosures10.

Fibre Transition Boxes11.

Primex Wave OSP Enclosure’s are high-grade, UV-protect-
ed, engineered plastic made in North America for secure, 
long-lasting protection in demanding weather conditions.

The Primex Fiber Transition Case 2 (FTC2) is a compact, 
elegant transition point for storing up to 3’ of fiber drop 
cable and a simplex connector. It’s ideal for test points, 
fiber-to-the-desk, and repair splices within a residence.


